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ÅThe State Construction Office is in a unique position of reviewing 
many diverse North Carolina construction projects and we have 
the time to focus intensely on a wide array of State Building Code 
and construction related issues.  Our plan review process uses 
this broad body of knowledge to assist each project in becoming 
as successful as possible!  For very large and complex projects it 
is typically a good idea to set up early meetings with the State 
Construction office to go over the key Building Code issues as 
they are being integrated into design decisions. Think of us as a 
resource and let us know how we can better serve you, our client!

2022 State Construction Conference



ÅThe primary purpose of the required Appendix B 
is to concisely illustrate how a proposed project 
meets the NC State Building Code.

ÅThis document becomes the starting point for all my plan reviews.
ÅTypically, new projects have better Appendix Bôs.  Existing projects often have 
improperly completed or incomplete Appendix Bôs.
ÅThis document, if properly completed, becomes an extremely important document for 
managing a building from cradle to grave and can serve as a tool to reduce the 
degradation of life safety systems over the life span of a building.
ÅAll shareholders in a project should be well educated in the purpose and value of this 
document!
ÅProperly executed, it makes our job easier, and therefore expedites the review 
process.

2022 State Construction Conference



ÅWe experience the most 
issues with incomplete 
information on projects involving 
existing buildings.
ÅWhile we understand that 
certain parts of the Appendix B 
are not applicable, we still need 
any information that is relative to 
the scope of work!
ÅEven simple demolition and 
limited Level I Alterations 
typically impact wall, floor, 
and/or ceiling assemblies.  As 
such, all contractors must know 
which assemblies are or which 
are not fire or smoke rated!
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ÅThe primary purpose of the Life Safety Plan and sometimes the Life Safety Section is to 
graphically illustrate how a building is properly designed to meet the NC State Building Code 
requirements for egress from all parts of a building to the required exits.

ÅAll spaces must be labeled for their use and occupant loads.  Exit paths are then clearly shown 
including required fire-ratings, exit signage, door widths, corridor widths, stair widths, and even panic 
devices where required etc.
ÅIf the plan is properly created, it can assist project engineers in making their job easier and more 
accurate because all parties can look at this plan and know various space occupant loads and how 
occupants could be using the various exits paths.  This could impact everything from HVAC design 
heating and cooling loads to placement of emergency exit lighting and exit signs.
ÅThe Life Safety Plan if done correctly can then become the basis upon which Emergency Evacuation 
Floor Plans can be created for posting in each building.
ÅWhen clearly shown and labeled, it again makes our job easier, and therefore expedites plan review!
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ÅThe following slides illustrate just a few of the types of 
construction concerns we see and building code issues we 
help identify and resolveé
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ÅSometimes it is possible to 
re-think a problem and look 
at it from a different 
perspective and achieve a 
better simpler solution.

ÅA change from separated 
Mixed Use to non-
separated mixed use had a 
major impact on this project! 
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ÅBy the architectôs decision to 
change from separated mixed 
use to non-separated mixed 
use, a fire wall and many fire 
rated assemblies were 
eliminated. Of course, this was 
not a simple change, but it made 
both the construction and plan 
review so much simpler and 
faster for all involved!
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ÅIn today's world almost all 
projects are complex!  This 
is an example of a project 
that includes multiple high 
rises, mixed uses, a 
complex site and complex 
geometries rotated upon 
each other.  While 
interesting in concept, as 
much simplification as 
possible, especially early in 
a project is highly 
recommended!
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ÅTwo critical 2018 NC State Building Code Sections:
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ÅThe solution for this 
dormitory was to:
ÅAllow one exit to pass 
through an elevator lobby 
and the other exit to be fully 
continuous.
ÅProvide multiple doors to 
achieve exit passage where 
at least one door swings with 
the flow of travel.
ÅIsolate the center kitchen 
area from the exit path with a 
fire rated barrier.
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ÅThe 2015 
International Building 
Code Commentary:

ÅDiagrams that clarify this 
apparent Code Contradiction 
and create certain design 
opportunities as shown in 
many dormitory designs.
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Civil/Structural Design Review
Common Design Missteps

Md Aviquzzaman, PE
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ÅFire protection for Structural Supports

ÅFloodplain Development Permits

ÅEccentricity

ÅDelegated Design
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ÅArchitects determine the fire 
requirements for structural 
members in the Appendix B 

ÅWhat falls on structural 
ŜƴƎƛƴŜŜǊΩǎ ǎƘƻǳƭŘŜǊΚ

ÅDeep Understanding of the 
UL (Underwriters 
Laboratories) standards
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ÅThe structural Engineer of Record must review and understand the 
requirements of the third-party listings.

ÅThird-party listings will help avoid gaps and omissions in the overall 
building design ; like limiting beam spacings and deck gauge 

ÅUL listing indicating that deck spans are limitedŦƻǊ άǳƴǊŜǎǘǊŀƛƴŜŘ 
ŀǎǎŜƳōƭȅ ǊŀǘƛƴƎǎέΦ 
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ÅPart 703.2.3of the NCBC:Fire-resistance-rated assemblies tested 
under ASTM E119 or UL 263 shall not be considered to be retrained 
unless evidence satisfactory to the building official is furnished by the 
registered design professional showing that the construction qualifies 
for a restrained classification in accordance with ASTM E119 or UL 
263. Restrained construction shall be identified on the construction 
documents.

ÅLƴŎƭǳŘŜ ǘƘŜ άǊŜǎǘǊŀƛƴŜŘέ ƻǊ άǳƴǊŜǎǘǊŀƛƴŜŘέ ƭŀƴƎǳŀƎŜ ƛƴ Section 
078100 (Applied Fireproofing) of the project specification to avoid 
confusion and construction disputes

ÅUnrestrained assemblies require greater applied fireproofing 
thicknesses than restrained
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Å An example of UL listing for a composite 
floor assembly

Å The circled note indicates the design was 
evaluated using a load design method 
other than limit states design

Å Another example UL listing
Å The circled note indicates that loading was 

determined by allowable stress design method or 
load and resistance factor design method

Å Differing testing conditionsaffect the 
steel designin certain situations.



ÅAISC, AISI and UL conducted a collaborative study several years ago 
where restrained and unrestrained assemblies, historically tested 
using working stress methods, where reevaluated using limit states 
ǇǊƻŎŜŘǳǊŜǎΣ ƻǊ ƛƴ ƻǘƘŜǊ ǿƻǊŘǎΣ !L{/Ωǎ LRFD and post-2005 ASD.  

ÅBeams evaluated using ASD & LRFD can endure higher loads than 
ǘƘƻǎŜ ƻǊƛƎƛƴŀƭƭȅ ŀǎǎǳƳŜŘ ōȅ ǘƘŜ ¦[ ǘŜǎǘǎΦ

ÅIn order to ensure performance in harmony with the original 
listing, it was determined that the load capacity of certain beams 
must be reduced
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ÅLoad restriction factors for steel beams need not be applied to any UL 
Design that is based upon strength calculated using the 2005 or 2010 
AISC Specification.

ÅLoad restriction factors for steel beams need not be applied to any 
other UL Design if an unrestrained beam rating is used.

ÅLoad restriction factors for steel beams need not be applied to any 
other UL Design if a 1-hour restrained beam rating is used.

ÅWhen using a UL Design for which none of the foregoing conditions 
applies, a load restriction factor of 0.9is applicable for both 
composite design and non-composite design in U.S. practice.
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ÅPart 707.5 of the NCBCstate that 
fire barrier walls shall be supported 
by construction having an 
equivalent fire-resistance rating
ÅFor Example: If a fire rated 

mechanical room or assembly is on 
third floor and architects specified 
2-hr fire rated enclosure that 
means,  all steel framing(beams, 
girders, and columns) directly 
supporting the room must achieve a 
2-hour rating for their entire length
ÅThe plansmustdefine the 

extentsof protection. There are 
times whenthis information is best 
shown onthe structural drawings.
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ÅExecutive Order 123 identifies the State Construction Office as the 
AHJfor Floodplain permitting

ÅPermitting Instructions found at
https://ncadmin.nc.gov/businesses/construction/forms-documents

ÅTwo types of flood permits: 

ÅTemporaryflood plain permit

ÅFinalflood plain permit
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ÅThe Temporary Permit allows the 
project to go to bid but 
construction of the project should 
not begin until the Floodplain 
Development Permit Application is 
fully approved.

ÅHard copies or electronic 
submittals accepted
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ÅFloodplain Development Permit Form

ÅShould be submitted with CD

ÅSupporting Documents
ÅFlood Insurance Rate Map (FIRM)

ÅSite Plan showing extents of floodplain and 
note declaring involvement

ÅPertinent drawings and calculations
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ÅConsiderations not covered by EO123:
ÅASCE24-14 Flood Design Class 4 ςBFE +2ft or DFE, or 500-year 

flood elevation, whichever is higher.
ÅNon-encroachment Zones ςPortion of the floodplain where 

development may be prohibited due to its effects on the 
conveyance of discharge.
Å44 CFR 60.3(c)(10) ςάwŜǉǳƛǊŜŘ ǳƴǘƛƭ ŀ ǊŜƎǳƭŀǘƻǊȅ ŦƭƻƻŘǿŀȅ ƛǎ ŘŜǎƛƎƴŀǘŜŘΣ ǘƘŀǘ 

non new construction, substantial improvements, or other development shall 
be permitted within Zones A1-ол ŀƴŘ !9 ƻƴ ǘƘŜ ŎƻƳƳǳƴƛǘȅΩǎ CLwaΣ ǳƴƭŜǎǎ ƛǘ 
is demonstrated that the cumulative effect of the proposed development, 
when combined with all other existing and anticipated development, will not 
increase the water surface elevation of the base flood more than one foot at 
any point within the community.
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ÅConsiderations not covered by EO123:
ÅLiMWAςLimit of Moderate Wave Action:  IBC and ASCE24 

require specific structural checks in Coastal A Zones.
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ÅEccentricity on foundationς
Specially for PEMB
ÅUsually footing design 

doesn't consider eccentricity 
in the calculation
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ÅIn PEMB the foundation and 
superstructure are designed 
separately, sometimes what causes 
significant eccentricity on footing

ÅAs a result, partial settlement and 
cracks in the foundation walls occur 
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ÅMemorandum01262022 is available 
on the SCO website.

ÅList of delegated systems which can 
be delegated without question.

ÅOther systems are acceptable upon 
approval.

ÅDelegated design is not a complete 
delegation of responsibility. 

ÅShoring systems can be delegated, 
the EOR must define the need.
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Mechanical, Energy, and Fire Protection 
Design Review

Common Design Missteps

Tom Galdi, PE
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Å2018 NCECC
(C401.2 p. 2,3)

ÅASHRAE 90.1-2013
(C401.2 p. 1)

ÅComcheck
(401.2 other)
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-Prescriptive
-ECB Method
-Appendix G

-Prescriptive
-Mandatory Reqtsand Model per C407

-ASHRAE 90.1-2016 or ICC 2015



- 30% Less Energy than ASHRAE 
90.1-2004 Baseline.

- !ƳŜƴŘŜŘ ŦƻǊ ΨbŜǘ {ŀǾƛƴƎǎ 
wŜǉǳƛǊŜŘΩ ŀǎ ŘŜǘŜǊƳƛƴŜŘ ōȅ ¢ƘŜ 
Department.
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18.2% 7.6% 

2007 2010
2013

2009 2012 2015

2012 2018

ASHRAE

ICC

NC

4.5% 

2004 27.8% less 
than 2004





ÅUse ASHRAE 90.1-2013 as a 
compliance path.  
×If performance path is used 

(Appendix G or ECB), submit 
ŎƻƳǇƭƛŀƴŎŜ ŦƻǊƳǎ ŦǊƻƳ ǘƘŜ ¦ǎŜǊΩǎ 
manual that demonstrates 
compliance and where proposed 
design does not meet prescriptive 
requirements.
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ά!ǇǇǊƻǾŜŘ 
Means of Access 
Large enough to 
permit 
inspection and 
ƳŀƛƴǘŜƴŀƴŎŜέ
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From 
2021 ICC
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/ŀƴ ŜȄŜƳǇǘ C5Ωǎ ƛƴ 
many situations in 
sprinklered bldgs.  
Use appropriate 
penetration detail.
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ÅSDC

ÅΨ!ΩςSeismic Restraints Not Required

ÅΨ.ΩςSeismic Restraints Not Required

ÅΨ/ΩςSeismic Design Needed for Systems/Equipment Importance Factor > 1

ÅΨ5ΩςSeismic Design Needed
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ÅImportance Factor = 1.0 ςExempt from seismic design package

ÅImportance Factor = 1.5 ςSeismic design package required
üSprinkler systems

üSystems and Equipment with hazardous materials

üSystems in critical facilities (Hospitals, Emergency Response Operations etc.)
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ÅObtain the services of an engineer 
licensed in the state of North Carolina 
to design seismic restraint systems 
and methods of anchorage to building 
structure.  This shall include 
preparation of a quality assurance 
plan that includes special inspections 
per 1705.12 of the NC Building Code.

×Delegated Designs do not abdicate D.O.R. of 
overall responsibility
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Sprinkler System Design in NC is 
delegated to the Fire Sprinkler 
Contractor.  This work is still 
under the Designer of Record 
who is expected to verify 
installation per approved design 
drawings.



ÅFrequent Installation Findings:

ÅMissing flexible couplings at locations required by NFPA 13.

ÅAnnular space missing around pipes at locations prescribed by NFPA 13.

ÅBrace locations do not match shop drawings.

ÅBrace angle does not match shop drawings.

ÅHanger retaining straps not installed.

ÅNumber of crimps on cable system not per manufacture specifications.
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250 GPM per Outlet

100 psig

Witness by SCO and DOR

Automatic Standpipe (high rise) - ŎŀƴΩǘ 
use pumper truck

Manual Standpipe ςsupply can be 
portable pump or pumper truck.



Electrical Design Review
Common Design Missteps

Joshua Sartin, PE and Isaac Loydpierson, PE
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ÅNormal Power
ÅNCSBC 1008.2 ςThe means of egress serving a room or space shall be 

illuminated at all times that the room or space is occupied

ÅNCSBC 1008.2.1 ςά¢ƘŜ ƳŜŀƴǎ ƻŦ ŜƎǊŜǎǎ ƛƭƭǳƳƛƴŀǘƛƻƴ ǎƘŀƭƭ ƴƻǘ ōŜ ƭŜǎǎ ǘƘŀƴ м 
ŦƻƻǘŎŀƴŘƭŜ όмм ƭǳȄύ ŀǘ ǘƘŜ ǿŀƭƪƛƴƎ ǎǳǊŦŀŎŜΦέ

ÅNCSBC 1008.3.1, 1008.3.2, 1008.3.3 requires Emergency Illumination 
in the listed areas regardless if the space is unoccupied.  Automatic 
lighting controls shall not prevent emergency power from illuminating 
fixtures.
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ÅNEC 700.16(B) ςFailure of 
any illumination source 
cannot leave an area in 
complete darkness.

ÅNEC 700.17 ςNo single 
branch circuit failure shall 
leave an area in complete 
darkness.

*Not all acceptable solutions are shown
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Acceptable
(integral Batteries)

Unacceptable
(Single Circuit)

Acceptable
(Multiple Circuits)


